
Manifold

ACCESSORIES

DESCRIPTION: Manifold of forged body of 2,3 and 5 ways. The trend in the field of instrumentation
is to employ smaller and smaller field instruments. As a consequence, it is necessary to use new
accessories capable of facilitating and cheapening your installations. These accessories in their
different configurations allow the connection or stopping the process and zeroing of the
instrument as the main operations.

APPLICATIONS

- Instrumentation piping systems.
- Connection of transmitters with primary element.
- In all types of industrial plants such as:

- Power generation.
- Chemical and petrochemical industries.
- Renewable energies.
- Food industry.
- Paper factories.
- Water treatment.
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OPTIONS

- Purge connections.
- Design for high temperatures.
- Stems with 1/2" joints for quick coupling.
- Special joints.
- Trim in special materials.
- O2 service.

MANUFACTURING

- Design
standards:

- Materials:

- Manufacturing
sizes:

- Types of
connections:

ASME B16.34
ASME B16.37
MSS SP-80

ASTM A105
AISI-316
(Others on request).

1/4", 3/8", 1/2", 3/4"

NPT, Socket-welding,
Flanged.
(Others on request).

SPECIFICATIONS

- Nominal
pressure:

- Maximum
operating
temperature:

ANSI 3000 y 6000

340ºC
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